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In respect to improving animal welfare and to minimize the ammonia emission from animal facili-
ties, it is important to have appropriate information on the impact of the flooring system in pig pens. 
Twelve different floors, six commercially available and six experimental floors for pig pens, were 
investigated in respect to four different characteristics: friction coefficients, shock absorption, am-
monia emission and heat conduction. The friction coefficients were measured as dynamic friction 
for dry floors and floors wetted with water and rapeseed oil and as static friction for dry floors. The 
floor elasticity was measured as shock absorption when letting a weight fall on the test floors. The 
ammonia emission was measured in a wind tunnel with ammonia water wetted test floors. Heat 
conduction was measured by a heated body placed on the test floors. The results showed that the 
friction coefficient for slatted floors of plastic and cast iron was lower than for concrete and also 
lower than recommended in literature in respect to animal welfare. The ability to absorb shocks 
was better for slatted floors of plastic and cast iron than for concrete slatted floors. The ammonia 
emission was higher from slatted floors of concrete than from slatted floors of plastic and cast iron. 
Finally, the heat conduction for concrete slatted floors was higher compared to slatted floors of 
plastic and cast iron. In conclusion, concrete slats were ideal for the animals in respect to the risk 
of slipping, but less than ideal in respect to elasticity and ammonia emission, furthermore they 
were cold for the animals. Plastic and cast iron slats were too slippery, but better for the environ-
ment in respect to ammonia emission, moreover they were warmer for the pigs to lie on. 
 




Pigs are normally kept in pens their whole life, thus the pen must provide appropriate conditions 
for the pigs. Therefore, it is important to get more information about different types of flooring 
used in pig pens. This study examines the characteristics of different flooring systems, where it is 
important that the floors are not too slippery (Nilsson, 1988, Ricther, 2002), on the other hand they 
must wear the claws to a certain level, but not be so rough that the pigs wear down their claws. It is 
also preferable that the floor is not too rigid, with respect to leg health. The floor surface must be 
made in such a way that as much as possible of the urine deposited on the floor will run off quickly 
to the slurry system with a minimum of ammonia emission to the environment (Aarnink et al., 
1997). Another factor is the heat transmission of the floor, which depends on the heat transmission 
coefficient and the heat capacity of the floor. If the heat transmission coefficient is high combined 
with a high heat capacity, the floor will be cold, which can be a disadvantage under cold climate 
 
 
S. Pedersen and P. Ravn “Characteristics of slatted floors in pig pens; friction, shock absorption, 
ammonia emission and heat conduction” Agricultural Engineering International: CIGR Ejournal. 
Manuscript BC 08 005. Vol. X. July 2008  
2
conditions and an advantage during warm conditions. The objective of the work is to make a char-
acterization of floors based on laboratory measurements, which can be used to select floor types.  
 




The twelve tested floors were selected and constructed to examine and compare different alterna-
tives of slatted floors and one solid floor. The floors are described in Table 1. Table 2 shows the 
slat dimensions and number of repetitions of the different tests. 
 
Table 1. Description of the tested floors 
Number Material Type Comments 
  1 Polyethylene Slatted  Commercially available   
  2       “      “      As floor 1, with sand incorporated in the surface  
  3       “      “      As floor 1, with rubber strips in the surface  
  4 Concrete  Solid Flag with a slightly profiled surface 
  5       “ Slatted Commercial short element  
  6       “      “     Commercial long element  
  7       “      “     As floor 6, with brushed surface  
  8       “         “     With 50 % concrete replaced by plastic granules  
  9       “      “     Studded plastic cover  
10 Cast iron      “     Commercial  
11       “      “     As floor 10, with polished surface  
12       “      “     As floor 10, mechanically treated with grooves  
 
Table 2. Dimensions of floors, and number of repetitions of tests 














  1 Plastic   10     17*) 10 33 10 3 1 
  2     “   10     17*) 10 33 10 3 1 
  3     “   10     17*) 10 33 10 3 1 
  4  Concrete Flag 65 - 33 10 3 1 
  5       “   81 90 19 33 10 3 1 
  6       “   81 90 19 33 10 3 1 
  7       “      81 90 19 33 10 3 1 
  8       “   181 90 19 33 10 3 1 
  9       “   81 90 19 33 10 3 1 
10 Cast iron   11 7 10 33 10 3 1 
11       “   11 7 10 33 10 3 1 
12       “   11 7 10 33 10 3 1 
*)    T-shaped slats 
**) Five dynamic measurements parallel and five perpendicular to slats for dry, wetted with water 
      or rapeseed oil, and three static measurements for dry floors.  
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Figure 1 shows the slatted floors made of plastic (polyethylene) with different surfaces.  Figure 2 
represents the concrete floors with different surfaces, and Figure 3 represents the slatted floors of 
cast iron with different surfaces. 
 
   
       1              2      3 
Figure 1. Plastic: floor 1, standard slat, 2, close-up view of slat with sand incorporated in the sur-
face and 3, close-up view of slat with rubber strips. 
                                                                                                     
           
             4                                 5                                6 
                                         
            7                                  8                                  9                
Figure 2. Concrete: floor 4, solid concrete, 5, concrete slatted floors, short element, floor 6, con-
crete slats, long element, 7, close-up view of concrete slats floor with brushed surface, 8 slats 
where fifty percent of the concrete is replaced by plastic granules and  9, close-up view of concrete 
slats with a plastic studded cover. 
 
                                                  
             10             11    12 
Figure 3. Cast iron: floor 10, grid of cast iron, 11 close-up view of cast iron grid grinded in the sur-
face and 12, close-up view of cast iron grid mechanically treated with grooves. 
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Dynamic friction is traditionally defined as the average friction over a certain distance however the 
dynamic friction can vary very much, especially when moving perpendicularly to slats. Another 
important factor is the surface condition, because surfaces with a layer of manure can be very slip-
pery. The measurements of friction were carried out with the test facilities shown in Figure 4. A 
circular block of polyurethane (“claw”) Philan®44-A85 with a diameter of 30 mm, representative 
for growing pigs, was moved along the test floor. Initially, the influence of the weight on the fric-
tion coefficients for all the 12 tested floors, was measured for loads of 8, 31 and 126 kNm-2. No in-
fluence was recorded on the friction coefficient by different weights, which can be explained by 
the rigidity of all the 12 tested floors, therefore a force of 50 N corresponding to 70.7 kNm-2, was 
selected for the tests. The friction was measured over a distance of 191 mm with a high speed re-
cording frequency of 100 Hz over 3 minutes, corresponding to a speed of 1.06 mm/s. The large 
number of recordings and the low speed ensured that all surface irregularities were measured.  
                  
Figure 4. Equipment for friction measurements (left) and blow up of the “claw” section (right). 
 
2.3 Shock absorption 
 
The elasticity of floors depends on both the softness of the floor material and also on the suspen-
sion of the floor. Concrete slatted floors have normally very low elasticity, due to rigid slats and 
slat supports, whereas e.g. plastic slats are more elastic. It is assumed that some elasticity also is 
preferable for pig pens to avoid leg damages in pigs.  
For evaluation of the twelve pen floors the device shown in Figure 5 was developed according to 
  
 








Figure 5. Device (DIN 18 032, 2001) to measure shock absorption (left) and a close up showing 
the unit with disc springs to the left and the load cell (right). 
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a German model  (DIN 18 032, 2001). The principle of the device was to measure the maximum 
deceleration force when a mass of 20 kg was released from a fixed height of 100 mm. To avoid ex-
tremely high forces exposed to the load cell when testing rigid materials, a disc spring section was 
incorporated in the system (Figure 5). A 22 mm thick steel plate was used as a reference, on which 
the test facility was placed.  
 
2.4 Ammonia Emission 
 
In respect to both the indoor concentrations and the mass being emitted to the environment, it is 
important that the ammonia generated from pig pens is low. Different factors as indoor temperature, 
ventilation rate and floor type affect the ammonia emission. Nimmermark and Gustafsson (2005) 
found that the ammonia emission in a house for laying hens with manure conveyors decreased 
when ventilation rate were lowered and Gustafsson et al. (2005) found that the ammonia emission 
was reduced by 25 to 38 % when a tie-stalls cowshed with  740 mm open manure gutters and solid 
manure was replaced with 310 mm slats behind the cows. 
It is preferable that the urine deposited on slatted floors move directly to the slurry channel avoid-
ing evaporation of ammonia from the floor. The best substance for testing the ammonia emission 
from different types of slats is to use pig manure, however, it was assumed that it would be diffi-
cult to standardize pig manure in respect to composition and especially moisture content in such a 
way that the test floors could be evaluated properly. Therefore it was decided to use as a standard, 
ammonia water with an ammonia content of 8 %. The advantage of ammonia water is that it is re-
producible while the disadvantage is that it does not fully representative normal pen conditions 
with urine and faeces on the floors.  
The procedure for measuring the ammonia emission was to wet the floor surface completely by 
brushing the surface. Depending on the shape of the slatted floors the sides of the test floors were, 
to some extend, wetted too. Because the ammonia evaporated quickly from the surface, the ammo-
nia wetting procedure was done on a table near the testing apparatus and then immediately moved 
to the wind tunnel. The wind tunnel shown in Figure 6 measured 0.5 m x 0.5 m. It was equipped 
with a fan, which could maintain a fixed airflow, corresponding to an average air velocity of 0.15 
ms-1 along the floor surface.  The background ammonia concentration in the test hall was measured 
a minimum of 30 minutes before each measurement. The background concentration, which was 
about 1 ppm or less, was subtracted from each measured concentration. Due to instability in the 
measured ammonia concentration, the ammonia emission was only taken from the third minute of 
sample period. Altogether four repetitions were made for each floor type, but the first measurement 
of all floors was eliminated due to doubt about sufficient wetting of the floors. The measuring pe-
riod lasted until the ammonia concentration reached the background concentration, which occurred 
after 1 to 2 hours. Because the ammonia emission was simulated by means of ammonia water, the 
ammonia emission is only shown as relative values.  
 
2.5 Heat conduction  
 
The heat transfer from the animals to the floor when pigs are lying in the pen depends on various 
factors, such as the initial floor temperature, the heat capacity of the floor, and the insulation of the 
floor. In the present study, the heat transfer from a pig lying in the pen was simulated by a heated 
artificial body placed on the test floor. The body consisted of a water heated rectangular box (0.21 
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m2) simulating a growing pig lying on the side with a frame (0.37 m x 0.57 m) of expanded poly-
styrene and a plastic foil bottom to make the contact with the test floor. Inside the box was a grid 
     
Figure 6. Test of ammonia emission. 
 
of 8 copper water tubes connected to a precision Heto KB 21 heating unit, where the water tem-
perature could be kept constant at 35oC +/- 0.1 oC. The energy transferred to the floor was meas-
ured as electric power consumption to maintain this temperature. Due to convection heat loss from 
the heating unit, heat loss from the insulated water circuit and the heated body, there was a basic 
heat consumption of approximately 75 W with the body placed on expanded polystyrene. That ba-
sic consumption was measured before each individual test and subtracted. The test procedure was 
to keep the heated body on the well-insulated surface of expanded polystyrene until the tempera-
ture and energy consumption was stable. Then the heated body was moved to the test floor and at 
the same time the measurements were started. The heat transfer to the floor started lowering the 
water temperature in the heated body and the heating unit started heating it. In respect to allow 
convection, the test floors were elevated 0.4 m above the room floor.  
The heat transfer must be evaluated in respect to the available animal (sensible) heat, because the 
heat accumulated in the pen floor must be covered by the animal sensible heat. For a pig of 50 kg, 
the total animal heat production is 175 W on a diurnal basis, of which 100 W is sensible heat and 
75 W is latent heat (Pedersen and Sallvik, 2002). The heated body is shown without cover in Fig-
ure 7 to the left.  
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Due to heat dissipation to the test floor and restriction in the water circulation capacity, the body 
temperature was slightly lower than 35 oC. 
The heat loss to the test floor was calculated as the total heat loss for the system, subtracted the ba-
sic heat loss due to heat transmission and convection, when the body was placed on a well-
insulated foam “floor”. 
 




Figure 8 is a measurement of a slatted floor of cast iron showing that the friction coefficient in-
creased rapidly to nearly 3, when the “claw” passed the slats in the slatted floor. 
 
 
                        
 
           
 
Figure 8. Example of friction measurement perpendicularly to the slats of cast iron slatted floor 
 
Investigations were carried out for each of the twelve floors under dry conditions and wetted with 
water or rapeseed oil. Furthermore, the friction coefficients were measured under static conditions 
for dry floors. Table 3 shows the dynamic friction coefficients as average of ten repetitions, includ-
ing five parallel and five perpendicularly to the slats. Each repetition comprises the total measuring 
distance, including the peaks when the “claw” is passing from one beam to another.  
The standard deviation (s.d.) in Table 3 is common for all ten repetitions and was in most cases be-
low 0.04, showing good reproducibility. Higher standard deviations were due to inherent differ-
ences between the group of five measurements parallel and five measurements perpendicular 
to the slat direction. For example, the friction coefficient for floor number 2, the five repetitions 
parallel to slat direction was 0.64, but 0.78 for measurements perpendicular to the slat direction re-
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Table 3. Dynamic friction coefficients and the increase from dynamic to static friction for dry 
floors 
 















 Avg s.d. Avg. s.d. Avg s.d. Avg. Avg. Avg. % 
1 0.49 0.01 0.43 0.03 0.24 0.01 0.55 0.47 0.29 34 
2 0.71 0.09 0.79 0.04 0.77 0.03 0.91 0.96 0.92 36 
3 0.38 0.08 0.30 0.05 0.26 0.03 0.81 0.48 0.44 27 
4 0.47 0.02 0.50 0.01 0.50 0.02 0.58 0.59 0.60 21 
5 0.67 0.04 0.73 0.02 0.61 0.02 0.83 0.86 0.70 15 
6 0.71 0.05 0.70 0.01 0.51 0.01 0.77 0.76 0.65 20 
7 0.73 0.03 0.77 0.02 0.59 0.08 0.95 0.93 0.92 38 
8 0.71 0.04 0.74 0.03 0.58 0.07 0.79 0.78 0.71 16 
9 0.46 0.09 0.48 0.02 0.36 0.03 1.06 0.94 0.63 20 
10 0.49 0.02 0.44 0.02 0.48 0.01 2.91 2.50 2.51 42 
11 0.44 0.01 0.49 0.05 0.48 0.02 2.32 2.00 2.18 14 
12 0.55 0.02 0.56 0.02 0.50 0.02 2.18 1.94 2.47 14 
 
The dynamic friction coefficients (Figure 9) for dry slatted floors of plastic (polyethylene) and of 
cast iron were about 0.5, whereas for the concrete slatted floors the dynamic friction was about 0.7, 
which are respectively below and above the static friction threshold of 0.63 for pig pens, suggested 
by Thorup et al. (2007). The friction coefficient was not sensitive when the surface was wetted 
with water or dry, but it decreased to about 0.25 for plastic slats wetted by rapeseed oil and to 
about 0.55 for concrete slats wetted by rapeseed oil, while cast iron seems unaffected to rapeseed 
oil treatment. Slatted floor of plastic with sand incorporated in the surface had friction characteris-
tics like concrete. Moreover, concrete slats with plastic covered surface had lower friction coeffi-
cient than slats of concrete. Plastic slats wetted with oil may be considered too slippery. Another 
parameter under discussion is the maximum values measured when passing an obstacle, such as 
from one slat to another, which showed five-fold increases. 
The static friction coefficient was defined as exactly the point when the “claw” started to move. 
The increase in the friction coefficient from static to dynamic friction for dry conditions is also 
shown in Table 3 and Figure 10 shows an example from measuring static friction. On average, the 
static friction coefficients of all test floors were about 25% higher than their dynamic friction coef-
ficients. 
The friction a surface poses in a given situation depends not only on its general friction properties 
but also on how the animal applies the slipping load (i.e. contact surface, contact angle, speed etc.) 
and whether the surface is dry, wet or soiled (Nilsson, 1988). Also the normal load influences the 
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friction. Higher load results in penetration in soft materials causing a higher friction coefficient. By 
studying animal behavior and performing friction measurements on a series of flooring materials 
for animal housing Nilsson (1988) recommended a minimum friction coefficient of 0.35 when us-
ing a friction tester according to the drag method. Richter (2002) made a guideline on the friction  
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Figure 10. Example of static friction measured at 100 Hz. The peak corresponds to the static coef-
ficient of friction. 
 
coefficients for floor surfaces for animals stating that friction coefficients in the range of 0.5 to 0.7 
were suitable for floor surfaces. Friction coefficients below 0.5 were estimated to be too slippery, 
whereas friction coefficients above 0.7 were considered to be too abrasive. Caenegem et al. (2004) 
investigated the efficiency of grooved floors in dairy cattle houses and found friction coefficients 
around 0.4 for both standard and grooved concrete floors. Rushen and Passillé (2006) examined the 
effect of roughness on the locomotion of dairy cows and found that the use of commercially avail-
able soft rubber flooring material decreased slipping, but also that a thin layer of slurry increased 
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the frequency of slipping. Hansen et al. (1999) tested 14 different mattresses for cubicle dairy 
houses and found that the friction coefficient was 0.6 or above for four out of five tested hard mat-
tresses of rubber but below 0.5 for soft mattresses. Franck et al. (2007) examined the frictional in-
teraction between bovine claw and concrete floor and found that mattresses caused less, but 
enough friction compared to floors with synthetic coverings. They also found that the static friction 
was consistently higher than the dynamic friction. Moreover, growing pigs walking on solid con-
crete floor under different conditions have been investigated in a biomechanical gait analysis (Tho-
rup et al., 2007). This study showed that on dry floor the pigs’ progression length was 0.75 m, 
which decreased to 0.70 m on a greasy floor, meaning that the pigs reduced their progression 
length on a potentially slippery floor. Moreover, the pigs adapted to contaminated floor conditions 
by reducing their walking speed and peak utilized friction coefficient both on wet and greasy con-
ditions compared to dry condition. Thorup et al. (2007) also suggested a static friction coefficient 
threshold of minimum 0.63 to ensure safe walking, which lies in the high end of the dynamic fric-
tion coefficient range suggested by Richter (2002).  
Concrete slats with plastic covered surface has lower friction coefficient than slats of concrete. 
Plastic slats wetted with oil may be considered as too slippery.  
 
3.2 Shock absorption 
 
Figure 11 shows an example of a measurement including dampening of the jumps. The final rela-
tive absorption for the resting body corresponds to the body mass of the released mass.   
With reference to a 22 mm thick steel plate, the shocks on plastic slated floors are reduced to about 
40% and for slatted floors of cast iron to about 65%. 
Fulwider and Palmer (2004) examined the softness of different types of mattresses for cows and 
found that the cow preference was highly correlated to the softness measured by the deceleration of 
a 20-kg hammer from a height of 0.3 m. Also from sports halls it is well-known that the floor 
needs some elasticity, meaning that the bearings of the floors in combination with compressibility 
of the floor materials in some extend must be elastic. The results of the shock absorption test of the 
12 floors are shown in Table 4.  
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Table 4. Shock absorption with reference (100%) to a 22 mm steel plate 








Plastic (polyethylene) slats, standard 1 40.5 0.3 
Plastic slats with grouted sand in the surface  2 40.0 0.8 
Plastic slats with rubber strips in milled grooves 3 36.6 0.5 
Solid concrete flag  4 95.3 1.3 
Concrete slats, short element  5 85.8 0.7 
Concrete slats, long element  6 70.8 0.6 
Concrete slats with brushed surface  7 76.7 1.1 
Concrete slats with incorporated plastic granulates 8 74.4 0.9 
Concrete slats with plastic studded cover 9 68.2 0.4 
Cast-iron slats, standard  10 63.8 1.0 
Cast-iron slats with polished surface  11 63.5 0.2 
Cast-iron slats with milled grooves  12 66.0 0.8 
                      
Francis et al. (1988) examined 13 floors in different types of halls and found a big variation in 
shock absorption from one floor to another, thus expressed by gravity (1 g = 9.81ms-2) the absorp-
tion was 20 to 120 g. 
In conclusion, the ability to absorb shocks was good for suspended slatted floors of plastic and ac-
ceptable for cast iron, but poor for slatted floors of concrete, which were very rigid. 
 
3.3 Ammonia Emission 
 
The results of measurement 2, 3 and 4 are shown in Table 5.  
 











Plastic 1 191 153 179 174  20 
    “ 2 178 155 252 195  51 
    “ 3 209 193 250 217  29 
Flag 4 165 201 211 192  24 
Concrete 5 205 248 364 272  82 
      “ 6 242 321 337 300  51 
      “ 7 331 537 430 432 103  
      “ 8 183 424 284 297 121 
      “ 9 360 330 488 393  84 
Cast iron 10 123 204 215 181  50 
   “     “ 11 148 146 196 163  28 
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Figure 12 shows the ammonia emission for one out of four repetitions on measurements in wind 
tunnel for the twelve tested floor types. 
 
























































































   





























Figure 12. Ammonia concentrations for measurement two out of four repetitions. 
 
Figure 13 shows the results grouped by surface similarity. 




































Figure 13. Ammonia emission relative to concrete slatted floor 
 
The ammonia emission from solid concrete (flag) was only 57% compared to concrete slatted 
floors, because the total exposed surface is smaller than for slatted floors, since the sides are wetted 
too. The ammonia emissions from slatted floors of concrete wetted with ammonia water were 
nearly double the ammonia emission from slatted floors of plastic and cast iron. In comparison 
Elzing and Swierstra (1993) also found that steel slatted floor emitted less ammonia than concrete 
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floors. Aarnink et al. (1997) found that the floor porosity affected the urine puddle depth and the 
amount of faeces present to produce ammonia. Svennerstedt (1998) measured ammonia emissions 
from concrete slatted floors for cows and from plastic slatted floors for pigs and found that the 
ammonia emission was higher for concrete slatted floors than from plastic slatted floors. Pelletier 
et al. (2002) found that the ammonia emission was higher from 30 MPa (30 N/mm2 compressive 
strength) concrete than from concrete covered with epoxy. Swierstra et al. (2001) examined a 
grooved floor system with open perforation for cattle and found a reduction in ammonia emission 
of 46% compared to solid floor. 
In conclusion the present work shows good agreement with reported literature. 
  
3.4 Heat conduction 
 
The twelve floor types were very different from one type to another, from polyethylene slatted 
floors with low mass and heat transmission coefficients to concrete slatted floors with high mass 
and transmission coefficients. One of the tested concrete floors should be considered as a two-
layered floor with a low density plastic top layer on a concrete base, whereas another concrete slat 
is a mixture of concrete and plastic granules with the potential for lower transmission coefficient 
and a lover heat conduction. The measurements (Table 6 and Figure 14) of a test floor included re-
cording the room temperature, water temperature of the heated body and the temperature in the 
layer between the heated body and the test floor. To allow convection below the test floors, the 12 
floor types were elevated 0.4 m above the floor in test hall.  
 











 Average s.d Average s.d. Average s.d. W Wm-2
1 Plastic 35.1 0.1 32.3 0.6 23.6 0.2 9.7   46 
2      “ 35.0 0.2 33.5 1.1 20.0 0.3 9.4   45 
3      “ 35.2 0.2 34.0 0.3 20.5 0.2 11.8   56 
4 Concrete 31.9 0.9 28.4 1.5 21.5 0.2 41.9 199 
5      “ 32.7 0.7 31.7 1.1 21.6 0.1 39.2 186 
6      “ 34.2 0.2 31.0 0.9 23.1 0.1 33.3 158 
7      “ 32.3 0.7 30.7 1.3 21.3 0.2 31.0 147 
8      “ 33.3 0.6 31.6 0.9 22.3 0.1 20.9   99 
9      “ 33.8 0.2 31.4 0.4 21.5 0.3 19.0   90 
10 Cast iron 34.0 0.2 30.1 0.2 20.9 0.3 21.3 101 
11    “  34.1 0.3 32.9 0.6 20.5 0.5 17.1   81 
12    “ 34.4 0.5 30.9 0.7 20.6 0.3 19.4   92 
*) Average for the first hour of the measuring period 
 
It was expected that the heat transfer would be high in the first minutes of an experiment and there-
after decrease, but Table 6 and Figure 14 show that the heat transfer is nearly constant over time. 
One reason could be related to the time constant of the heating system which is about two minutes 
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Figure 14. The heat transmission to the test floors during two hours. 
 
Another reason could be that the heat release from the tested floors was nearly constant in few 
minutes after the start of measurement, due to convection. For floors of e.g. polyethylene and cast 
iron with low mass, the whole test floor was heated very fast. For floor 8 where 50 per cent of the 
concrete is replaced by plastic granules it is remarkable that the heat transfer decreases after one 
hour, which could partly be explained by a low heat transmission coefficient of the plastic granules. 
The heat dissipation over time is shown in Table 7. 
 
Table 7. Heat dissipation over time for a 370 x 570 mm2 body 
Heat dissipation accumulated, Wh, (floor 1 to 12)  
Time 
Min. 1 2 3 4 5 6 7 8 9 10 11 12 
  30   5.6   5.1   5.6 20.5 20.0 15.2 15.2 11.9   8.2 12.0 11.2 12.1 
  60   9.7   8.9 10.2 41.9 39.2 31.0 31.0 20.9 19.0 21.3 17.1 21.4 
  90 13.4 11.0 12.3 57.6 53.3 42.4 42.4 25.2 28.5 30.0 21.6  
120 17.0   71.0 65.0 51.6 51.6 27.4 37.4 39.5 28.6  
The heat transmission from the heated body placed on the floor during the first hours was 3.5 times 
higher for concrete slats than for slatted floors of plastic and 2 times higher for slats of cast iron 
than for plastic. For concrete slatted floors with plastic cover or plastic granules mixed into the 
concrete the heat transmission was reduced by about 40 % compared to concrete slatted floor. 
Compared to the animal sensible heat for a 50 kg pig, which is about 100 W at normal pig housing 
temperature, the heat transfer from the pig body to the concrete floor will be about 40% of its heat 
production the first time it lies down. 
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The dynamic friction coefficients for dry slatted floors of plastic (polyethylene) and of cast iron 
were about 0.5 and for slatted floors of concrete about 0.7. The surface friction coefficient was not 
sensitive by water wetted or dry, but it declined to about 0.25 for plastic slats wetted by rapeseed 
oil and to about 0.55 for concrete slats wetted by rapeseed oil, whereas cast iron seemed unaffected 
to rapeseed oil treatment. Slatted floor of plastic with sand incorporated in the surface had friction 
characteristics like concrete. Concrete slats with plastic covered surface had lower friction coeffi-
cient than concrete slats. Plastic slats wetted with oil may be considered too slippery. 
The static friction coefficient was about 25% higher than the dynamic friction. 
The ability to absorb shocks was good for suspended slatted floors of plastic and acceptable for 
cast iron, but poor for slatted floors of concrete, which were very rigid. 
The ammonia emission from ammonia water moistened slatted floors was nearly twice the ammo-
nia emission from slatted floors of plastic and cast iron. 
The heat transmission from a heated body placed on the floor was 3.5 times higher during the first 
hour for concrete slats than for slatted floors of plastic and 2 times higher for slats of cast iron than 
for plastic. For slatted floors of concrete with plastic cover or plastic granules mixed into the con-
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